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RULES AND REGULATIONs-1960
All piping on the discharge side of the pump for filtration and to the
point for discharge of backwash water from the filter plant shall have
pipe sizes determined on a basis of friction losses which shall be not more
than 12 feet per 100 feet or a velocity of 10 feet per second and pipe selec-
tion shall be made based upon Hazen-Williams formulae for 15 year old
pipe. In the determination of pipe sizes required, the criterion which would
call for the largest pipe size shall govern.
All pool piping shall be supported to preclude against possible settlement
which will either provide dirt draps or air pockets and a condition which
would result in rupture of the line.
All pressure and suction lines shall have a uniform slope in one direction
of not less than 3 inches per 100 feet. Gravity waste lines around the pool
6 inches or smaller shall have a minimum slope of %" per foot. Lines
larger than 6 inches and all outfall waste mains shall be designed with a
size of pipe and slope to freely carry the maximum flows required with no
surcharge or back-pressure in the lines. All piping and equipment shall be
provided with positive means of completely draining all water to prevent
damage from freezing.
14. Pump and Motor: Pump and motor unit shall be provided for recircu-
lation of the pool water to meet the conditions of quantity required for
filtering and cleaning the filters with the total dynamic head developed by
the complete system. The requirements for filtration shall be based upon
the maximum head loss developed immediately prior to washing the filters.
The motor shall be non-overloading at any point on the curve.
15. Depth Markers: Depth of water shall be plainly marked at or above
the water surface on the vertical pool wall and on the edge of the deck
or walk next to the pool, at maximum and minimum points and at the
points of break between the deep and shallow portions and at intermediate
increments of depth, spaced at not more than 25-foot intervals. Depth
markers shall be in numerals of 4-inch minimum height and of a color
contrasting with background. Markers shall be on both sides and ends of
the pool.
16. Diving Equipment: At least thirteen feet (13') of unobstructed clear
area shall be provided above the diving board.
17. Diving Area: An unobstructed water surface area of ten feet (10')
clear radius from the center end of each diving board set higher than 2
feet above water level shall be provided. From the center end of the boards
not exceeding 2 feet in height, an 8-foot clear radius may be used. Diving
depth of 8 feet minimum shall be provided. For curved wall construction,
the 6-foot depth may be no farther out than a maximum of 15 inches from
the pool wall. For each meter or fraction thereof in diving board heighth
above one meter, the minimum depths shall be increased one foot. The
length of the diving bowl to slope break shall be a minimum of 20 feet.
18. Electrical Requirements.
a. Underwater Lighting: Where underwater lighting is used, not
less than 0.5 watts shall be employed per square foot of pool area.
b. Area Lighting: Where underwater lighting is employed, area
lighting shall be provided for the deck area and directed toward the


